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Humidity Controller

This compact controller unit is designed for ease of use and implementation. Please READ THIS DOCUMENT COMPLETELY BEFORE CONTINUING. The unit consists of the enclosure and sensor. The following pictures illustrate the unit:

(actual unit may differ slightly):

1) Unit, complete
2)Unit enclosure

    3)Opened Unit(For fuse replacement)
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Picture one and two indicate the normal unit appearance. If the fuse has blown due to overloading, you may also need to replace the fuse by opening the unit (picture three). (The 20mm 8A fuse is located behind the white socket).

Use of the unit: The unit is especially easy to implement, as it plugs into a standard South African power socket, and a standard plug (South African) can be inserted into the unit output socket (See picture two). Simply insert your humidity into the enclosed environment to be controlled (tip at middle of coil, picture one). NB: Note sensor placement guide. Plug the unit into the wall outlet and you’re ready to go! Immediately adjust the unit set points to the desired level(s) (see section entitled ‘Unit Functions’), plug your enclosure huidifier (maximum 500W) into the unit output socket and your enclosure will start to be controlled. You may also wish to familiarise yourself with the unit settings BEFORE plugging your enclosure humidifier into the output socket, if this is the first time you’re using this product. IMPORTANT: The unit output is rated at mains voltage (i.e. 230V AC) and this is DANGEROUS. If you are not familiar with connecting a humidifier, please contact a qualified electrician/electrical contractor. Failure to do so may result in damage/injury. Note: The unit display is located inside the unit, behind the translucent (see through) enclosure (at rear, picture two) wall. You will notice a bright, clear, easily readable display as soon as you switch on the unit.

Unit Functions: The unit normally displays the measured (i.e. controlled) humidity to one decimal value (e.g. “61.8”), in %RH! If it displays anything else (except during adjustment) there is something wrong. Refer to the section entitled Error conditions/Troubleshooting. Important note: The measured humidity is the humidity at the tip of the sensor. There is absolutely no guarantee that the rest of the enclosure is at- or anywhere near this humidity, it is therefore very important to read the section entitled Sensor Placement Guide. If you wish to adjust the unit set points, simply momentarily and simultaneously press the two adjust buttons (located at top of unit, on same side as power socket). The unit will now flash a value “F1” and after a short period will display the F1 value. Press either of the buttons to adjust the value up or down. Press both buttons together, momentarily, to advance a function value (i.e. F1 to F2 to F3 etc.). Note that the unit has a ‘timeout’ on these functions – If you don’t adjust the value or press a button within the time limit (a couple of seconds), it automatically resumes normal function, storing changes.

Function 1 “F1”: This is the humidity set point, to within a tenth of a percent.

Function 2 “F2”: This is the humidity calibration value, in tenths of a percent. IMPORTANT: Your unit is pre-calibrated, and should only be calibrated to a non-zero value if you are a) sure your reference is VERY accurate and b)if your reference is not necessarily accurate, BUT you’ve previously achieved success with it and wish to have both read the same (possibly for breeding history chart reference). In order to minimize erroneous user calibration, the maximum allowed is ± 9.9% RH. This value is added (‘subtracted’ for negative values) from the measured humidity and THEN DISPLAYED, i.e. displayed value is calibrated value.
Function 3 “F3”: On the ‘Humidity Controller’ this function represents the unit factory default. Press one button to indicate ‘dEF’ on the unit (it will default to factory values when timing out) and the 

other to indicate ‘000’ which will result in no default. Note that defaulting the unit to factory values does not affect the user calibration. The unit switches off when the set point is reached, and on when the measured humidity falls below this value.
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Disclaimer: The enclosed goods or devices have been tested to ensure proper operation before dispatch, and are shipped in functional order. However, as these goods or devices are used outside of the direct control and supervision of the manufacturer, the manufacturer (or any of its' employees, suppliers or third party contractors) shall not be held responsible for any costs, damage, loss(es) or injury sustained, whether direct, incidental or consequential, as a result of use of-, installation of-, or malfunction of any supplied device. 

Continued correct operation cannot be guaranteed. Any manufacturing defect brought to the attention of the manufacturer shall be rectified by him by means of unit replacement or repair, which shall be at his discretion. Unit damage shall be assessed by the manufacturer only, to determine cause.

Use of- or installation of any supplied goods or devices shall constitute acceptance of this disclaimer. Upon resale of this unit, this document must accompany the goods, otherwise such responsibility shall vest in the seller. If these conditions are not acceptable to you, please return the goods unused and undamaged for a purchase price refund (excluding shipping).

Guarantee/warrantee: This guarantee/warrantee must be read in conjunction with the preceeding disclaimer. The unit incorporates lightning protection, but due to the extreme nature of the voltages and currents involved, the unit (and any peripheral devices) is not guaranteed against damage caused by lightning and other ambient phenomena, or supply voltage fluctuation, whether the unit is plugged into the mains or not. This also applies to any unit- or device attached to this unit. The user shall remain responsible for monitoring the continued correct function of the unit. The unit has been tested to function at time of dispatch. If the unit ceases to function properly within six months of purchase (provided such is not caused by conditions outside of the operating parameters of the unit) the manufacturer undertakes to either repair or replace the unit, whichever shall be at the manufacturer’s discretion.

General Considerations: Ensure that your humidifier is always supplied with distilled water. This is especially important if it is of the Piezo-type (also known as ‘misters’), as the droplets formed by these still contain all the dissolved salts and other chemicals originally in the water supplied. These will drift with the droplet until it is deposited, contaminating the sensor. NOTE THAT THE SENSOR IS NOT GUARANTEED AGAINST CONTAMINANTS, WHICH WILL CAUSE ERRONEOUS READINGS AND POTENTIALLY FAILURE! The potential contaminants also include virucides added to the water (which also affect water surface tension and therefore will result in erroneous measurement!). NEVER directly touch, wet, wipe or otherwise expose the sensor to water (liquid) or contaminants. Humidity sensors are expensive, and in addition to potential stock losses you will have to bear the cost of sensor replacement! NEVER use glue or other solvent containing materials to fix the sensor housing in place – These chemicals are sources of sensor contaminants. Stick the sensor housing down with ‘prestik’, or tie it down using tie-straps or similar. If you clean your enclosure using cleaning materials containing ammonia or chlorides be aware that the sensor may be contaminated as a result. A good idea is to enclose the sensor housing in a plastic bag when doing so, and removing this when the case is dry again.

Sensor Placement Guide: Bearing in mind that the unit controls and indicates the humidity as read by the sensor, which is located at the end of the sensor cable, proper sensor placement should be obvious. Place the sensor centrally in the enclosed space, away from direct radiation by the heaters. If you have forced air convection, or your enclosure is designed to promote convection, the sensor may be placed elsewhere (preferably in the airflow). The sensor tip should hang- or be suspended in free air. Do NOT route the sensor cable through hinged doors where the cable will be pinched when closing. Do NOT deform the sensor tip in any way (i.e. force it through a tight fit drilled hole, for instance). IMPORTANT: The sensor is enclosed in a ‘cup’ type plastic housing for protection. Always fix this facing down (but obviously not closed off) to prevent potential condensation buildup from accumulating in the ‘cup’.

IMPORTANT: The sensor is static-sensitive. Take precautions to discharge static voltages before touching the unit or sensor.

Unit Indicators: The unit incorporates an LED that indicates the output is switched on (green) – this LED is not likely to be visible during the day and is also not obvious at night. It is utilized as an engineering feature for testing purposes. The unit also incorporates an LED that indicates LIVE/NEUTRAL polarity faults on the mains supply (red). This red LED will cause the section behind the display panel inside the unit to glow red, and is especially noticeable at night. The unit will continue to function, however, this situation is potentially dangerous and should be rectified by a qualified electrician who will correct your mains polarity.
Error conditions/Troubleshooting: If the unit indicates ‘Err’ an error condition has occurred. Typically it has lost communication with the sensor, possibly due to cable damage. However, in unusual instances the sensor may report readings that are out of range, such as over ’99.9’ or under 0. Rectify the situation and the unit should start to function normally again (i.e. the readout indicates a valid humidity). If the sensor has been permanently damaged due to deformation, or extreme heat exposure (above 125C) or contamination, this may also occur. In this instance the sensor must be replaced. Pinching or damaging the sensor cable may also result in this problem. Whether you have an terrarium, bird brooder, reptile cage, hothouse or any other implementation – check sensor and cable integrity regularly! If your unit can be heard to be switching (the relay will ‘click’) but no output is observed then your humidifier device is probably broken or the cable has a fault. In unusual circumstances such as overloading, the relay contacts can be damaged with the result that the relay still switches audibly, but doesn’t make contact (i.e. no output). Note that the relays are rated at 16A, so overloading without blowing the mains fuse is virtually impossible. When overloaded, or during prolonged ‘brownout’ or severe power fluctuation causing relay ‘chatter’, relay damage could also occur, however, the unit incorporates automatic brownout reset circuitry which causes shutdown during these conditions (overloading will cause the main fuse to blow) – making damage exceptionally unlikely. The unit also incorporates a watch-dog timer, the function of which is to reset the unit if the internal program ‘freezes’ for any reason. Lightning protection is also built in. All-in-all these built-in features result in an exceptionally reliable unit. If, for any reason, your unit does not operate properly or exhibits symptoms other than these, please contact us immediately to resolve the problem.

Safety: It is important that your humidifier device is earthed, if such is available for it. The unit output is earthed, and the unit has a main fuse that prevents dangerous overloading. Do NOT fit over-value fuses! Lightning protection is incorporated and the sealed construction makes inadvertent tampering unlikely. The unit output is at MAINS VOLTAGE! ALWAYS ASSUME THAT THE OUTPUT IS LIVE when working with the unit. Never let the unit get wet or immerse it in liquid. Do not use the unit if any cable or attached device is obviously damaged or suspected not to operate normally and safely. Do not let unqualified or illiterate and untrained people supervise and/or operate this unit.

Specification: The unit has the following properties:

Input voltage: 230V AC mains; Output voltage: Switched 230V AC mains

The unit is fused to a maximum 10A (nominally 8A).

Maximum recommended output load is 500W. Exceeding this load may damage the unit! Prolonged operation at high loads may shorten relay lifetime.

The unit operates from 10% to 90% RH, non-condensing, and 0ºC to 40ºC ambient temperature.

The unit incorporates Brown-Out reset circuitry and a Watch-Dog Timer

The unit enclosure is inherently fire retardant.

The unit incorporates MOV lightning arrestors

